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Summary Introduction

An experiment to quantify the shielding of inlet-

radiated noise was performed on a scale model of an

advanced, unconventional, subsonic transport concept,

the blended wing body. The experiment verified

significant inlet noise shielding, but the model could
not be altered; therefore the effects of the variation of

design parameters could not be assessed. A follow-on
experiment was developed by using a simplified

wedge-shaped airframe, for which the engine nacelle

placement is varied. The noise shielding database

from this follow-on experiment will be used to vali-

date an insertion loss analytical code that is underway

by researchers at the Langley Research Center. The

experimental study was conducted in the Langley
Anechoic Noise Research Facility. A high frequency,

wideband, omnidirective sound source was placed in a

simulated engine nacelle at locations representative of

the range of possible engine locations above the wing.
The sound field around the model was measured with

an array of microphones on a rotating hoop that is also

translated along an axis parallel to the airframe axis.

The sound survey was repeated with the model wedge

removed and the source in the nacelle only in place.
The insertion loss was determined from the difference

between the two resulting contours. Although no

attempt was made to simulate the noise characteristics
of a particular engine, the broadband noise source

radiated sound over a range of scaled frequencies

encompassing 1 and 2 times the blade passage

frequency representative of a large, high-bypass-ratio
turbofan engine. The data measured in this study show

that significant shielding of the inlet-radiated noise is

obtained in the area beneath and upstream of the
model. The maximum insertion loss of the airframe is

on the order of 20 dB at the relatively high blade

passage frequency and is approximately 14 dB for the

low-frequency-dominated broadband. The data show

the sensitivity of scattering and diffraction to engine

location, in particular the decreased insertion loss
downstream of the airframe as the engine is moved aft.

Although the complete analytical study is planned, a

simplified insertion loss analysis was performed by

using diffraction around a semi-infinite barrier. The

measured and analytical results show comparable
insertion loss under the wedge-shaped airframe at the

scaled blade passage frequency.

Increasing awareness of aircraft noise in areas

surrounding airports has led to renewed emphasis
on aircraft noise reduction at the source. In order to

meet the aggressive noise impact reduction goals of
the National Aeronautics and Space Administration

(NASA) of the next 20 years, noise reduction must be

an integral part of the airframe design process. The

blended wing body (BWB) is an unconventional trans-

port concept that has the potential to address long-term

NASA goals for emissions, safety, capacity, cost of
travel, and noise. The BWB combines a rigid, wide

airframe shaped fuselage with high-aspect-ratio wings

and semi-buried engines. A typical installation calls

for three high-bypass-ratio engines, one over the cen-

terbody and two outboard. The engines are mounted

on top of the wing, aft of the passenger compartment.
Inlet-radiated noise is shielded in the area below the

aircraft by the wing upper surface.

A recently completed study on an early model of

the BWB concept airframe verified significant shield-

ing of the inlet-radiated noise by the fuselage (ref. 1).
In addition to verifying inlet noise shielding, the data

were to be used to validate an analytical program

which is under development through NASA. The

purpose of the program is to estimate the effect of
installation on engine noise radiated from aircraft

during flyover. Initial comparison of measured with
estimated insertion loss was promising. Because the

configuration of the BWB model used in the experi-
ment is fixed, varying the parameters to any large

extent is not possible. A follow-on program was

undertaken to provide a broader database of noise

shielding for the wedge-shaped airframe. The varia-

tion of parameters, in particular engine location,

provides data with which to test the sensitivity of the
analytical model. This report summarizes the experi-

mental part of the follow-on project.

Experiment

Description of Model

Figure l shows a photograph of the model in the
anechoic chamber of the Langley Anechoic Noise

Research Facility (ANRF). The circular hoop in the



tbregroundisamicrophonearraythatis discussedin
the section"Facilityand ExperimentalSetup."The
wedge-shapedairframe is a triangular planlbrm
36in. (914.4ram) long with a wingspanof 72 in.
(1828.8ram).It is8 in. (203.2mm)highatthecenter
of gravityandtapersto approximately1in. (25.4mm)
thicknessat thebase.Themodelis madeof pressed
boardfor massandis paintedwith acrylicpaintto
makethesurfacehighlyreflective.Themodelissup-
portedonastingthatattachesto thebaseatthecenter
ofgravity.Thestingis48 in. (1219.2mm)longandis
wrappedwithacousticfoamto minimizesoundreflec-
tion,asisthemastwhichsupportsthesting.Although
themodelis intendedonly to bea representationof
theblendedwing body, its dimensionscorrespond
approximatelyto 2 percentof thefull-scalesize.The
enginenacelleis representedby aductmadeof poly-
vinyl chloride(PVC) pipe with a 3-in. (76.2ram)
insidediameterand9.75 in. (247.7ram) long.The
noisesourceiscomprisedof four impingingairjets.
Thenacelleissupportedfromthepipewhichfeedsthe
impingingjet noisesourcesothatthenoisesourceand
nacellecan be movedto different locationswith
respectto thefhselage.

Figure2showsthepointnoisesourcewithoutthe
nacelle.Thenoisesourceconsistsof four impinging
air.jets.Theimpingingjet arrangementisdesignedto
providea highfrequency,high intensitybroadband
pointnoisesourcethat is well suitedto scalemodel
work.

No effort wasmadeto simulateeitherthe fre-
quencyspectrumor the directionalitycharacteristics
of thehigh-bypass-ratioenginesthatareexpectedto
beusedin theBWBaircraft.Instead,thesourceused
is omnidirectiveand broadbandin orderto radiate
acousticenergyovertherangeof frequenciesthatthe
lull-scale engine is expected to produce. For the inlet,

tones may be expected to be generated at the blade

passage frequency and its multiples. The blade pas-

sage frequency typical of a high-bypass-ratio engine is

expected to be approximately 400 Hz, which corre-

sponds to 20 000 Hz in a 2-percent model. The com-

bustion noise of the jet is expected to peak at a

frequency on the order of 500 Hz, which would scale

to 25 000 Hz. Thus, the model noise source produces

measurable acoustic energy at frequencies correspond-

ing to the blade passage frequency tone and its first

harmonic and to the peak in exhaust noise spectrum.

Facility and Experimental Setup

The experiment was conducted in the ANRF. The

walls of the anechoic chamber are covered with fiber-

glass acoustic wedges that are 3 ft (0.915 m) deep and

are designed to provide 99 percent absorption of inci-
dent sound above 100 Hz. The internal dimensions of

the chamber (inside the tips of the acoustic wedges)

are 28 by 27 by 24 ft (8.54 by 8.23 by 7.32 m). A more

detailed description of the ANRF is given by Hubbard

and Manning in reference 2. The mounting of the

model on a sting allows for the microphone array to
traverse around the model so that the sound field can
be measured in three dimensions.

A microphone traverse system is a key part of the

facility, and it allows for axial and azimuthal traverses.

The circular hoop shown in figure 1 is mounted on a
sled that can move in the axial direction on a linear

track. The hoop contains 16 instrument-quality micro-

phones which are equally spaced around the circum-

ference. The microphones tbrm a circle of 88 in.

(2235.2 mm) in diameter. The hoop is rotated on 4 °

increments so that a high resolution map of the sound

field is obtained in the azimuth. The entire hoop array

is positioned at 15 axial locations, spanning from

12 in. (304.8 ram) upstream of the leading edge of the

model to 7 in. (177.8 ram) downstream of the trailing
edge. The specific linear track locations are chosen

such that the microphone directly beneath the model

moves in increments of 4 ° with respect to the sound

source in the base position. Figure 3 shows the experi-

ment layout including the model and the microphone

array.

Instrumentation and Data Analysis

The acoustic sensors mounted on the hoop array
are Brfiel & Kjaer l/4-in-diameter (6.4 ram) micro-

phones. Noise measurements are acquired on a NEFF

model 495 muitichannel data acquisition system. The

data acquisition system includes Precision filters set

with a passband of 1000 to 50000 Hz. Data are

collected in samples of 4-sec duration at a rate of

100000 samples/sec. The data acquisition system is

driven by a DEC Alpha computer, which is also used

to save the data and for postprocessing. All time histo-

ries are archived on optical disk and magnetic data

tape.



All instrumentationcomponentsarecalibratedon
aregularschedulein accordancewith ISOstandards.
Inaddition,anend-to-endcalibrationcheckofthedata
acquisitionsystemis performedat thebeginningand
endof thetestseriesbyusingacalibratedelectromag-
neticsoundsource.Samplesof thetimehistoriesof
eachof themicrophoneresponsesaresavedto files
andthecalibratedsignalsareusedto checkthesensi-
tivitiesof themeasurementmicrophones.

Descriptionof Experiment

The impinging-jet source is placed in the center of

the nacelle and acoustic surveys are taken around the
model with the nacelle in six locations, three lateral

and two axial for each lateral location, as summarized

in table l. The purpose of the lateral displacements is

to investigate the shielding effect on side engines in a

multiengine configuration. The axial locations include
fore and aft. In the fore location, the leading edge of
the nacelle is at the axial location of the model center

of gravity. In the aft location, the trailing edge of the
nacelle is as far downstream of the fuselage trailing

edge as it was upstream of the trailing edge in the fore

position. Fore and aft locations are used to show the

loss of engine exhaust shielding when the nacelle

discharge is downstream of the wing trailing edge.

The base configuration is the one in which the nacelle

is in the fore position with no lateral offset. The

nacelle is always positioned 1/4 in. (6.4 ram) above

the closest point on the model. Thus, when it is in the

base position, the nacelle is 1/4 in. (6.4 mm) above the

peak of the fuselage. As the source is moved laterally,
it follows the slope of the line from the peak to the

base of the fuselage. The nacelle retains the same

height when it is moved from fore to aft.

The model fuselage is then removed and acoustic

surveys made with the nacelle in the same locations.

In this way, the insertion loss of the model wing can
be calculated directly for each of the nacelle locations.

Table I. Nacelle Locations Both With and Without
the Model Present

[S is span from centcrline to wingtip]

Nacelle axial
Nacelle lateral offset

location

Fore 0 S/4 S/2
Aft 0 S/4 S/2

Additional sound surveys are performed with the

impinging-jet noise source in the nacelle positioned on

the axis of the center of the hoop, with the nacelle

removed and the source positioned on the axis of the

center of the hoop and oriented parallel to the traverse

axis, and with the source alone oriented perpendicular

to the traverse axis. These surveys are intended to

measure the directivity of the source alone and of the

source in the nacelle.

Results

Narrowband fast Fourier transforms (FFTs) are

performed on the acoustic data and are presented in

this paper at the scaled blade passage frequency
(20000 Hz in the model scale). The broadband (1 to

25 kHz in the model scale) overall sound pressure

level (OASPL) is also evaluated. The OASPL corre-

sponds to the broadband noise of the spectrum without

the influence of tones and generally accentuates the

influence of low frequency noise sources. The data are

presented as contour plots that give the noise as a

function of azimuthal angle and axial location. The

limited amount of data presented in this report is

intended to show typical results for the experiment.

Noise Source

A representative spectrum of the noise emitted by

the impinging-iet source is shown as the upper curve
in figure 4. The source is relatively broadband from

frequencies below 6 to 40 kHz. The lower curve in

figure 4 is the background ambient sound level in the
anechoic chamber. At frequencies above 10 kHz, the

impinging-jet source produces noise that is at least

10 dB above the background ambient. Figure 5 shows

a map of the directivity of the OASPL of the point
source measured in the anechoic chamber. This map is

a cylinder of sound around the source that has been

unwrapped to show in two dimensions. The directivity

plot shows a four-lobe patten1 that comes from the

four jets. The scale has been exaggerated to show the

details of this lobe pattern, and the figure shows that
the variation in sound level at any azimuth is no more

than 2.0 dB.

Noise Measurements Without Model Present

Figure 6 shows a contour plot of the measured
noise in the 20-kHz narrowband from the point source
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in the nacellein the basepositionwithoutthewing
present.Theoutlinein thefigureshowsthelocationof
the nacelle.The abscissais the axial distancein
inches.Theordinateis theazimuthaldirectivityangle
in degrees,where0° is belowthemodeland180° is
abovethemodel.Thesourcein thebasepositionisat
aheightof 843/4in. (2152.7mm),wherethecenterof
the hooparrayis at 72 in. (1828.8ram).Thus,the
microphonesabovethemodelarecloserto thesource
thanthemicrophonesbelowthemodel;thisexplains
why the soundlevelappearsto behigherabovethe
nacellethanbelowit in figure6. Movingthesourceaft
asshownin figure7 or laterallyasshownin figure8
shiftsthecontourinanequivalentway.

positioningthe nacelledischargeupstreamof the
trailingedge.

Theeffectof movingthesourcelaterally(tosimu-
latethe effectof an outboardengine)is shownin
figure11.Inlet-radiatednoiseis scatteredabovethe
modelpredominantlytowardthesideof themodelon
whichthesourceis located,andthe areain which
noiseis reducedunderthe modelis foreshortened.
Thisconfigurationhastheoutboardnacellelocationat
halfwayfrom the centerlineof the fuselageto the
wingtip.It is expectedthat no engineconfiguration
wouldincludeanoffsetgreaterthanonehalfthewing.

Noise Measurements With Model Present

Figure 9 shows a contour plot of the 20-kHz

narrowband noise from the point source in the nacelle

in the base position with the wing present. The outline

of the wing is superimposed on the contour and shows

the arc above the model (90 ° to 270 ° azimuth) and
below the model (0 ° to 90 ° and 270 ° to 360 ° azimuth).

The inlet-radiated noise is scattered up and slightly to

the sides because of the slope of the wing from the

peak to the side edges. Similarly, the discharge-

radiated noise is scattered up and to the sides because

of the taper from the peak to the trailing edge. The

source noise is scattered away from the region below

the model, and the contours of equal sound level

follow the approximate shape of the wing.

Moving the source to the aft position increases the

sound radiation to the rear above the model, as seen in

figure 10. This increase is not only because of the rear-
ward translation of the source but also because some

of the inlet-radiated noise is reflected from the taper
on the backside of the model in addition to the

discharge-radiated noise. The noise level directly

beneath the wing and well upstream from the leading
edge is slightly less than it is for the nacelle in the fore
position. Because inlet-radiated noise is dominant in

the region, moving the source back increases the

effective barrier height between the source and

receiver; thus, the shielding effect is increased. The

noise level directly below the model and toward the

trailing edge is approximately 3 dB higher with the

nacelle in the aft position than in the fore position.

This indicates a significant noise shielding benefit by

Noise Shielding by Airframe

Figure 12 is the measured insertion loss of the

model airframe at 20 kHz for the source in the base

position. The insertion loss is evaluated from the arith-

metic difference of the narrowband noise level with

the wing present and the noise level with the wing

absent for the source in the base position. Negative
decibel levels in the contour indicate noise reduction.

The airframe scatters inlet- and discharge-radiated
noise into the area above the model; thus, the sound
level is increased. The noise is reduced below the

model, more in the upstream direction than in the
downstream. The maximum insertion loss is near the

leading edge of the model at azimuthal angles offset

from directly underneath by approximately 20 °.

Moving the nacelle to the aft position increases
the noise scattering in the downstream direction above

the model, as shown in figure 13. Below the model,

the insertion loss is nearly equal to 0; this indicates

that none of the aft-radiated noise is shielded by the
airframe. The area of maximum insertion loss under

the model is shifted downstream by a distance equal to
the downstream shift of the noise source.

Figure 14 shows the effect on insertion loss of

moving the noise source laterally. Generally the

contours of insertion loss shift in proportion to the
source location. The area of maximum insertion loss

under the airframe is foreshortened on the source side

and elongated on the side opposite the source.

Figure 15 shows the overall insertion loss of the

airframe with the source in the base position. This

broadband insertion loss includes low frequency noise
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emission,forwhichtheshieldingisexpectedtobeless
becauseof diffractionof noisearoundthebarrier.The
broadbandnoiseis scatteredabovethemodelandto
the sidesin a mannersimilarto thatfor thesingle
frequency.Likewise,themaximuminsertionlossis in
anareaunderthewing, nearthe leadingedge,and
slightly offset from directly underneath.This is
consistentwith thefindingsfor thesinglefrequency.
Althoughthe patternsaresimilar,the magnitudeof
noisereductionis approximately5 dB lessfor the
broadbandnoisethanforthesinglefrequency.

Comparison With Expected Shielding for

Source in Base Position at 20 kHz

A complete analysis of the noise shielding by this

airframe design is currently underway. A simplified

analysis was performed by using theory for the
diffraction of a semi-infinite barrier in the acoustic

free field as shown in Irwin and Graf (ref. 3). The

insertion loss (IL) is calculated from

IL = 10 log(D) (1)

where

D

N

: Z 3;_ + 20_i
i=1

;_ wavelength of sound, m

5.
!

difference in length between direct path from
source to receiver and path over barrier from

source to receiver, m

N number of paths

tn the relationship in equation ( 1), a negative num-
ber for insertion loss indicates noise reduction. The
source is chosen to be at the nacelle inlet in the base

position, and the frequency is 20 kHz. The insertion

loss is evaluated for three paths: one over each of the

sides of the wing and one over the trailing edge. Equa-
tion (1) does not estimate the noise increase due to

scattering, and in fact the minimum estimated inser-

tion loss is approximately -4.8 dB. The insertion loss

is assumed to go to zero for any configuration
in which there is a direct line of sight between the
source and the receiver. The estimated insertion loss

under the wing at 20 kHz with the source in the base

position is shown in figure 16. Results from this con-

figuration compare with the measured results shown

in figure 12. Although equation (1) cannot evaluate

noise increase, tbr comparison purposes the same

scale is used for figure 16 as for figure 12. The cutoff

line at which insertion loss is zero is comparable
between the measured and calculated results. The

range of angles over which noise is reduced from the
measurement extends from 288 ° to 68 ° at the leading

edge of the model. The range is maximum at a point
5 in. (127.0 mm) upstream from the trailing edge,

where the range is from 275 ° to 85 ° . The range of
noise reduction from the calculated insertion loss is

from 293 ° to 67 ° at the leading edge. The range is

maximum at the trailing edge where it extends
from 275 ° to 75 °. The insertion loss increases from 0

to -17 dB as the observer moves deeper into the

shadow zone at a rate that is comparable between the
measured and the calculated results. The insertion loss

is calculated to continue increasing to a maximum on

the order of-20 dB directly under the wing, whereas
the measured results show the insertion loss actually
increases as the observer moves toward the locations

beneath the model. The insertion loss contours wrap

around the comer of the wing at the trailing edge for

the calculated as well as the measured results,

although the measured insertion loss values are con-

siderably less than calculated in the area immediately

downstream of the trailing edge in the measured data.

Concluding Remarks

A database has been generated in which the effect
of source location on shielding effectiveness is

assessed for a simplified wedge-shaped airframe. The

scattering and diffraction of sound are found to be
sensitive to the location of the source and to the shape

of the airframe. The shielding is determined at the fre-

quency of 20 kHz, which scales to the expected blade

passage frequency of 400 Hz for a full-size aircraft.
The maximum noise reduction is found to occur in the

forward sector beneath the airframe. The tapered sides

of the upper surface of the airframe scatter incident
sound forward and above the model when the source is

located in the forward position and toward the rear

when the source is in the aft position. Moving the

source laterally shifts the maximum shielding zone

toward the side opposite beneath the wing. Although

20 kHz is a relatively high frequency in comparison to

5



the scale of the model, the broadband overall sound

pressure level emphasizes lower frequencies. The
broadband insertion loss contour is similar to the

20-kHz insertion loss contour except that the magni-
tude of insertion loss is less for broadband noise, and

the noise reduction directly beneath the airframe is
more evident.

the sound level under the wing with the wing in place
is near the background ambient so that the true inser-

tion loss is limited by the noise floor in the anechoic
chamber. This difference downstream is believed to be

due to the contribution of the nacelle discharge radi-
ated noise, which noise source is not included in the
calculations.

The main purpose fbr this database is to validate

an improved noise scattering analytical model that is

currently being written by researchers at the Langley

Research Center. While this comprehensive model

is being completed, a simplified analysis using semi-
infinite barrier diffraction is used to estimate the

shielding by the triangular airframe shape. The mea-

sured and calculated insertion losses are comparable

except in the areas directly under the wing and down-

stream of the trailing edge. The discrepancy between

measured and calculated insertion losses directly
under the airframe is believed to be due to the fact that
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Figure 1. Setup of wedge-shaped airframe model experiment in anechoic chamber. View looking upstream.

L-98-01585

Figure 2. Closeup of impinging-jet point noise source.

7



Microphone

12

13

14

Io 19
8

-.l Rotatable hoop
III

0_Nacelle

Model
4

16

17 1

(a) End view.

Nacelle

I----7

Rotatable hoop

88

(2235.2)

$

72

(1828.8)

Axial ground track

(b) Side view.

Figure 3. Experiment setup. Dimensions are in inches (millimeters).



70 i i i i i i i

1

×

c_.

c

65

6O

55

5O

45

40

35

3O
0

Source

I I L I I [ I

10 15 20 25 30

Frequency. kHz

Figure 4. Narrowband sound level spectrum for impinging-jet source.

35 4O



-g
J

.,.w.

Upper hall of
hoop array
(i.e.. above nacelle)

dB

86.5
86.2

85.9

85.5
85.2

84.9
84.6

84.3

83.9
83.6

8zL3
83.11

82.6

82.3
82.O

Figure 5. OASPL directivity contour of impinging-jet point source.

35O

3[l(I

251)

2(10

.,..,

-'z 151)

1(1(1

Upper hall of
hoop array
(i.e., above nacelle)

dB

49.O

46.9
44.9

42.8
40.7

38.6
36.6

34.5
32.4

3(I.4
28.3

26.2
24.2

22.1

511

_) 25 5O

Axial location, in.

Figure 6. Contour of noise radiation at 20 kHz, source in nacelle at base position, and without model wing.

10



35t)

300

-ao

25{I
-S

e,.,

__ 200
"7.
-._.

..-,

•-z 150

< 1(1()

Upper hall" of
hoop an'ay
(i.e., above nacelle)

dB

49.0

46.9

44.9

42.8
4{I.7

38.6

36.6

34.5
32,4

30.4

28.3
26.2

24.1

22.1
2O.O

5O

(_ 25 5O

Axial location, in

Figure 7. Contour of noise radiation at 20 kHz, source in nacelle at 0 offset, aft location, and without model wing.

351)

300

.,_ 250

;" 200

._,

"_ 15(1

< 100

Upper hall" of
hoop array
(i.e., above nacelle)

dB

49.1)
46.9

44.9
42.8

40.7
38.7

36.6
34.5

32.4
3O.4

28.3
26.2

24.2
22.1

2O.O

50

1) 25 5O

Axial location, in.

Figure 8. Contour of noise radiation at 20 kHz, source in nacelle at S/2 offset, fbre location, and without model wing.

11



35O

300

e4j

25(1

.:4
"aL;

200

'_._

150
N

_=

< l (1(1

Upper hall of
hoop array
(i.e.. above nacelle)

dB

49.0

46.9
44.9
42.8
4(t.7
38.6

36.6

34.5
32.4

3().4

28.3
26.2
24.1

22,1

2O.O

5O

() 25 5O

Axial location, in.

Figure 9. Contour of noise radiation at 20 kHz, source in nacelle at base position, and model wing present.

35O

300

25O

.:4
e.-,

200

..._

-.z 150

r--

< 100

Upper half of
hoop array
(i.e.. ah(we nacelle/

dB

49.(1
46.9

44.9
42.8
40.7

38.6

36.6
34.5

32.4
3O.4

28.3
26.2

24.1
22. I
20.0

5(1

(I 25 5O

Axial location, in.

Figure 10. Contour of noise radiation at 20 kHz, source in nacelle at 0 offset, aft location, and model wing present.

12



3511

300

._ 250

e.-,

2OO
._.
...._

:,5 150

fi

< 10(I

Upper half of
hoop array
(i.e., above nacelle)

dB

49.0

46.9
44.9

42.8

4(I.7

38.7

36.6

34.5
32.4

3(I.4
28.3

26.2
24. I

22. I

20.0

5O

{1 25 5O

Axial location, in.

Figure 11. Contour of noise radiation at 20 kHz, source in nacelle at S/2 offset, fore location, and model wing present.

35O

31/(I

25O

a., 2(1(/

150
N

E

< 100

5O

Upper halt of
hoop array
(i.e., above nacelle)

Positive values: increase in noise level

due to pre,_nce of blended wing

dB

6.0
3.9

1.9
-0.2

2.3
-4.4
_6.4

-8.5
-1{1.6

12.6
-14.7

-16.8
18.9

-2(I.9

23.0

Negative values: decrease in noi_ level
due to presence of blended wing

0 25 5O

Axial location, in.

Figure 12. Contour of insertion loss at 20 kttz, source in nacelle at base position.
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Figure 13. Contour of insertion loss at 20 kHz, source in nacelle at 0 offset, and att location.
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Figure 14. Contour of insertion loss at 20 kHz, source in nacelle at S/2 offset, and fore location.
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Figure 15. Contour of broadband noise insertion loss, source in nacelle at base position.
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